¢ at Barrler Base (Plumb)
Symmetrical about ¢ Median
Barrier except for scupper, and

modifications for superelevations.

1-0/p" Varies (Minimum = 4'/4")
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Field Bend (typ.)
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Finished roadway < 90°
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2'-1"
SECTION

Scale: I = 1'-0"

Notes:
[.AIl #7 and *8 longitudinal bars shall be placed continuously in
The] balrrier frbon?d expcngion ope?ing to ?xpapsion %perﬁing lrlc :
a simple span bridge and expansion opening to centerline of pier . 1
in a IE)1U|H gpon bri(gjge. P pering ’ * Slab depth minus 1",
2.All reinforcement bars shall be epoxy coated.
3.The Contractor has the option of substituting cast-in-place epoxy
coated open coll inserts with threaded holes for the bars shown.
The inserts in the back face of the parapet shall have a minimum
working load tension strength of 6000 Ib. and a minimum length
of 4/,". The inserts in the front face shall have a minimum working
load tension strength of 8000 Ib.and a minimum length of 54", 42’ ! MED'AN
The cost of epoxy coated inserts shall be included in the pertinent

Superstructure Concrete item.

4.Concrete deck reinforcing steel not shown. f—— EPPROVAL STATE OF MARYLAND

s o o e bl o | SR [ S i
spacing of outside parapet.

6.No Increase In any prices bid will be dllowed | oA 6/1/05 OFFICE OF BRIDGE DEVELOPMENT
for barrier modifications due to roadway CEVISIONS 42" F-SHAPE MEDIAN BARRIER FOR BRIDGE

slope or maintenance of traffic.

SHA | FHWA WITHOUT LONGITUDINAL JOINT WHERE TRAFFIC WILL

USE AREA PRIOR TO PLACING BARRIER
TR APPIOVAL STANDARD NO. BR-S55(6.50)-03-352 SHEET | OF |
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